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SIZE :
80x80x38mm (3.15"x3.15"x1.50")
CONSTRUCTION :

® Die-cast aluminum housing

® Glass fiber reinforced plastic:
Impeller are UL 94V-0 rating

® Shaded pole motor

® |mpedance proftected

® [ cader wire or Terminal is available

OPERATING TEMPERATURE :

Ball bearing -30°C to +75°C
Sleeve bearing -10°C fo +70°C
WEIGHT :
330 grams
Specifications are subject to change without nofice
RATED  ppeQueNCY ~ MAX.RATED  MAX.INPUT  gpgep  MAX. AIR FLOW MAX. AIR NOISE
MODEL NO. BEARING VOLTAGE CURRENT POWER PRESSURE
VAC Hz mA w R.PM. m3/min CFM mmH20 INH20  dB-A
1 Ball
SC-TaHE 2 115 50/60 180/150 15/12  2600/3000  0.7/0.9  26/31.1 3.2/45 0.1/0.2  30/36
3C-115HS Sleeve
3C-230HB Ball
30-230HS Sleeve 230 50/60 90/75 15/12  2600/3000  0.7/0.9  26/31.1 3.2/45 0.1/0.2  29/35
3C-DVB Ball 200/170 30/36
S 1 .710. 26/31.1 2/4. 0.1/0.2 222
3C-DVS Sleeve 115/230 50/60 1101100 15/12  2600/3000  0.7/0.9 6/3 3.2/14.5 2 50/35
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AC4C

SIZE :

120x120x38mm (4.72"x4.72"x1.50")

CONSTRUCTION :

® Die-cast aluminum housing

® Glass fiber reinforced plastic:
Impeller are UL 94V-0 rating

® |Impedance protected

® | cader wire or ferminal is available

OPERATING TEMPERATURE :
Ball bearing - 30°C to +75°C
Sleeve bearing -10°C to +70°C
WEIGHT :
500 grams
‘ Speciflcoﬂions ‘ Specifications are subject to change without notice
RATED ~ pReQUENCY ~ MAX.RATED  MAX.INPUT  gpgep  MAX. AIR FLOW MAX. AIR NOISE
MODEL NO. BEARING VOLTAGE CURRENT POWER PRESSURE
VAC Hz mA W R.PM. m3/min CFM  mmH20 INH20  dB-A
49-115LBV Bl 115 50/60 120/110 10/9 1800/1900 1.6/1.8 57163 3.2/14.2 0.1/0.2 30/34
4C-115LS Sleeve T - T
4Cj11§MVBﬁﬁ eell 115 50/60 130/120 11/10 2350/2400 71172 4.714.8 0.2/0.2 35/39
4C-115MS Sleeve 20120 s 20
- 40-115H87 Ball 115 50/60 220/200 18/16 2650/3000 2.4/2.8 85/98 7.0/7.4 0.3/0.3 46/50
4C-115HS Sleeve o R R
4C-200HS Ball 200 50/60 150/140 20/19 2500/2800 2.112.4 76/84 5.0/5.6 0.2/0.2 37/46
46:2401.8 Bal 230 50/60 65/60 10/9 1800/1900 1.6/1.8 57/63 3.2/14.2 0.1/0.2 30/34
4C-230LS  Sleeve o o o
4C_2%OMB Ball 230 50/60 108/107 11/10 2350/2400 2.0/2.0 71172 4.7/4.8 0.2/0.2 35/39
4C-230MS Sleeve T T o
40;230HB = Ball 230 50/60 135/110 22119 2650/3000 2.4/2.8 85/98 7.0/7.4 0.3/0.3 46/50
4C-230HS Sleeve T T o
4C-380HB Ball 380 50/60 135/110 25/21 2650/3000 2.412.8 85/98 7.0/7.4 0.3/0.3 46/50
_ACOve Bl 115/230 50/60 2201200 18/22 65013000  2.4/2.8  85/98  7.0/7.4  0.3/0.3  46/50
4C-DVS Sleeve 135/110 16/19
g 9
£ E
O Tf 3505 04t 70 AC 4C
4 w 03 8 I~
=
‘g 6
w L
g = . 60Hz
o
:‘3 ol 50Hz \
» 2
ok o
0 20 40 60 80 100 120 (CFM)
L I I ] I
0 05 1.0 1.‘5 2.0 25 3.0 (m¥min)
AIR FLOW —3»

19




